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THE CB TYRE INFLATOR HOSE  
 
CB tyre inflator products are available with all normal connectors, hose types and gauge 
units. Other special arrangements are available on request. Calibration certificates are 
available for all gauges. 
 
The Heavy-Duty inflator comprises: 
 
·  Screw-on coupling to suit 

the CB Tyre Inflation 
Diverter Valve and the 
Self-Sealing Tyre Inflator 
Coupling.  

 
·  Large scale Michelin 

EuroDainu gauge/control 
unit with 2.5% accuracy. 

 
·  High specification 100R6 

hose. The hose is suitable 
for use to –40 to +100 
deg.C and 400 psi working 
pressure. 

 
·  A range of tyre valve connectors. 
 
 
 
The Compact inflator comprises: 
 

·  Compact Gauge/control unit with 2”, dual scale gauge with 2.5% accuracy. 
 
·  Polyurethane coiled hose of 

4m working length. 
 
 

·  PCL-type male and female 
couplers (1/4BSP female 
thread. 

 
·  Clip-on car-type chuck. 

 
·  1m connection hose in re-

enforced PVC. 
 

·  Deflation button 
 

 
 

 
Inflator Hoses 14-4-10 

Inflator Type Hose Part Number 
Car/truck Clip-On  002-10092 
Earthmover Clip-On 002-10144 
Earthmover Sliding Chuck 002-10093 
Angled Head Stem  002-10090 

Control 
Unit Connection to 

Tyre Inflator 

Sliding Chuck EM Tyre 
Valve Connector 


